
     3224W - 12 TURN - 상품코드 : 020300031

*트리머 가변저항기

*엘리먼트 유형 : Cermet

*저항값 : 10Ω~ 2MΩ

*턴 수 : 멀티턴 (12turn)

     제품 상세 정보 (Product Features)

RoHS : Y

턴 수 : Multi Turn

저항값 : 10Ω~ 2MΩ

치수 : 4.8 mm W x 5.1 mm L 

작동 온도 범위: - 65 C to + 150 C  

전력 정격: 250 mW (1/4 W) 

온도 계수: 100 PPM / C 

종단 스타일: SMD/SMT 

"추가제품옵션"을 통해서 "샘플&견적요청"가능합니다.

※ 유의사항

상기 제품에 첨부된 데이터시트는 참고용입니다. 

자세한 데이터시트를 원하실 때에는 당사에 문의 바랍니다.

     핵심 정보 (Key information)

저항 10Ω~ 2MΩ

턴 수 12 turn

Power Rating (300 volts max.) 85 °C / 0.25 watt

Power Rating (300 volts max.) 150 °C / 0 watt

Resistance Tolerance ±10 % std.

Rotational Life 200 cycles

     기술데이터
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전기적 특성

저항값 10Ω~ 2MΩ

Resistance Tolerance ±10 % std.

Absolute Minimum Resistance 1.0 % or 2 ohms max.

Contact Resistance Variation 1.0 % or 3 ohm max

Resolution Essentially Infi nite

Insulation Resistance 500 vdc.100 megohms min.

Sea Level 600 vac (1 minute)

Adjustment Angle 12 turns nom.

환경적 특성

Power Rating (400 volts max.) 85 °C / 0.25 watt

Power Rating (400 volts max.) 150 °C / 0 watt

Temperature Range -65 °C to +155 °C

Temperature Coeffi cient ±100 ppm/°C

Thermal Shock 5 cycles

Humidity MIL-STD 202 Method 106

Vibration 100 G TRS ±1 %; VRS±1 %

TRS 3 ohms or 3 %

Load Life 85 °C rated power 1,000 hours

Rotational Life 200 cycles

Technical Data

Torque 180 g-cm max.

Mechanical Stops Wiper idles

Terminals Solderable pins

Weight Approximately 0.01 oz.

Wiper 50 % (Actual TR) ±10 %

Flammability U.L. 94V-0
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Dimension

3224W DIMENSION
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3224W DIMENSION
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