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Contact Plating:Au or Sn Over Ni
Insulator Material:Polyester{UL94V-0) 2.54XNpin+10.3
Standard: PBT
Max.Processing Temp: 180°C for 30—-60 seconds 20PLL F AL
(200°C for 10 seconds) SV Y- 2.5410.t+=——1=
v, 7N 1 Va . LL
gl | E
e 7
S 1 ™
b 77 <
T r
- @]
1.2740.1 %

Ordering Information
3910 XX XX N X N 01
i

g':::f Contoct Plating Insulator Color R g
GO0:Gold Flash B=Black » .2710. I
Fer Rew  62:50" Gold G=Grey o~ I'I 1.27%0.1 o
G63:10U" Gold :
G4:15U" Gold
65:30U" Gold
gﬁ:TGpld Flash/Tin 8,15
HI] 3 .
2.54xNpin+10.04———————»
OPERATION SCALE| FIT
DRAW Ben |12.03.28 BLUECON INTERNATIONAL CHINA.CO.
XX 10,30 UNIT mm
XXX [0.20 | CHECK SIZE | A4
XXXX [£0.10 PART NO. 3910XXXXNXNO1
AD 2012.03.28 NEW DRAWING Angle | £3 SHEET| 1/1
APPROVE TITLE: d
REV DATE MODIFICATION DESCRIPTION CHANGE  [DIM TOL PROJ. | 3 2.54mm Box Header [DC—Type
1 2 4 5 6 | 7 8 9




