CUSTOMER : NO @ 080128-1

SPECIFICATION

APPLICATION FOR APPROVAL OF

ITEM : 6 Hole Bead

DESCRIPTION : Radia Type(3T)

CODE NO

MODEL NO

This space is used for customer's approval

DATE : 2008. 05. 02.
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CUSTOMER

SPEC I F I CAT I ON SHEiTTANO. 20:(L)8. O:S. f)2.

PART NAME 6 Hole Bead MODEL NAME

PART NO. Radia Type(3T) DESCRIPTION 6H—-R—-3T
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CUSTOMER :

SPEC I F I CAT I ON SHEiTTANO. 2028. O:S. f)2.

PART NAME 6 Hole Bead MODEL NAME

PART NO. Radia Type(3T) DESCRIPTION 6H—-R—-3T

2. DIMENSION (Unit : mm)

TOP VIEW BOTTOM VIEW SIDE VIEW
PART NO. B.S CODE A B C D E
6H-R-3T 6+0.15 10+0.5 7 MIN 2.5 MAX 3.2 REF

3. SCHEMATIC DIAGRAM

NO REVISION DATE CHECK DRAWN CHECKED |APPROVED
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CUSTOMER :

SHEET NO. 4 OF 6
SPEC I F I CAT I ON DATA 2008. 05. 02.
PART NAME 6 Hole Bead MODEL NAME
PART NO. Radia Type(3T) DESCRIPTION 6H—-R—-3T

4. ELECTRICAL CHARACTERISTICS

Impedance Z (€2)
No. Part No. TURNS at 50 (M) at 100 (M)
Min. Max. Min. Max.
1 6H—R-3T 3T 700 550
* TEST CONDITION
O MEASURING INSTRUMENT :
HP4342A IMPEDANCE SPECTRUM ANALYZER
O TEMPERATURE : 25T
O HUMIDITY : 60%
5. ENVIRONMENTAL CHARACTERISTICS
No. Item Condition
1 TEMPERATURE RISE MAX. 65(C) at FULL LOAD
105+ 2(C) 96HRS
2 HEAT RESISTANCE INSULATION RESISTANCE
MIN. 100(MR?)
90~95(%), 55+2(C) 120HRS
3 MOISTURE RESISTANCE
INSULATION RESTANCE 10(M%)
BEAD-FILTER SHALL MEET THE ALL REQUIRMENTS
4 SAFETY CONSIDERATION SUBJECT TO
IEC-950 STANDARDS
6. PACKING SPEC.
PART NO. TYPE ITEM INNER BOX (pcs) | OUT BOX (pcs)
6H—R—-3T BULK 6HOLE 3T 2,000 8,000
NO REVISION DATE CHECK DRAWN CHECKED |APPROVED
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CUSTOMER :

SPEC I F I CAT I ON SHEiTTANO- 205:)8. O:S. i)Z.

PART NAME 6 Hole Bead MODEL NAME
PART NO. Radia Type(3T) DESCRIPTION 6H—-R—-3T

7. MATERIAL LIST

No. Item Material Manufacture UL File No.
FERRITE
® CORE S6H JAW SHIANQ CORPORATION CO.,LTD.

SAMATRON CO.,LTD
@ LEAD WIRE | 3T:©0.50+0.03 IL-KWANG ELECTRONIC MATERIALS CO.,LTD.
YEHUA ELECTRON MATERIAL LIMITED CO.,LTD.

(D-1. TABLE OF STANDARD CHAR. OF FERRITE-CORE

WORKING Bm Tc aAuT TAN &/ uiac
MATERIAL Uiac =
Mz Gauss T X10° / C X107
2700 10(0.01Miz)
S6H 1,200 0.01-0.5 100 4
(20 Oe) 10(0.5Mb)
NO REVISION DATE CHECK DRAWN | CHECKED |APPROVED
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CUSTOMER :

SPEC I F I CAT I ON SHEiTTANO. 2028. O:S. T)Z.

PART NAME 6 Hole Bead MODEL NAME

PART NO. Radia Type(3T) DESCRIPTION 6H—-R—-3T

8. INSPECTION DATA

TEST Z (Q) HP-4342A IMPEDANCE SPECTRUM ANALYZER
INSTRUMENT
Z (RQ)
Item 50 (VHz) 100 (M)
Min. Max. Min. Max.
Spec 700 550
1 902.4 655
2 906.2 650
3 897.5 649
4 894.8 652
5 911.4 660
6 905.6 654
7 907.3 648
8 895.2 647
9 906.6 650
10 905 649
X 903.2 651.4
R 16.6 13
Ac, Re Ac Ac
Remarks :
NO REVISION DATE CHECK DRAWN CHECKED |APPROVED
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