Specification:

1. Structure: Film + Glass + FPC
   Film: Fog Screen (0.175mm)
   Total Thickness: 1.5 ± 0.15
2. Connector:FPC (Pitch=1.0mm)
3. Voltage: DC 3V 5-30mA
4. Insulation Resistance: ≥20MΩ (25V DC)
5. Point Resistance: X: 200-900Ω Y:300-1150Ω
6. Transmittance: ≥75%
7. Operation Force: 60-100g
8. Response Time: <10ms
9. Surface Hardness: 3H
10. Operating Temp: -10°C to +60°C ≤90%RH
11. Storage Temp: -20°C to +70°C ≤90%RH
12. RoHS Compliance

Transmissive double adhesive tape thickness is 0.1MM

Logic Table

<table>
<thead>
<tr>
<th>PIN</th>
<th>WIRING</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>XL</td>
</tr>
<tr>
<td>2</td>
<td>YD</td>
</tr>
<tr>
<td>3</td>
<td>XR</td>
</tr>
<tr>
<td>4</td>
<td>YU</td>
</tr>
</tbody>
</table>

EastRising Technology Co., Ltd

深圳市旭日东方科技有限公司

Sheet: 1 of 1

DO NOT SCALE THIS DRAWING PROJECTOR