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(2 MECHANICAL DATA 3 PIN CONFIGURATION
Module Size With B/L 80X36X9/11.5/12.1 mm 1 GND Power ground
Viewing Area (W X H) 64.5X 16.4 mm 2 VCC Power positive .
Number of Characters (W X H) 16 X2 Characters 3 Vo Negative voltage Supply for LCD
Dot Pitch (W X H) 0.6X 0.7 mm 4 RS H:Data L:Instruction Code
Dot Size (WX H ) 0.55 X 0.65 mm 5 RW H:Read L:Write
Weight — g 6 E Enable trigger
7 DBO
@ BLOCK DIAGRAM g Oata bus 0-7) |
There state /0 common terminal.
14 DB7
15 BLA Backlight Anode(+5V) .
16 BLK Backlight Cathode (0V).
DBO—» COM16
DB7 = 9 - LCD PANEL STN Blue, Negative, T/M, 6:00, LED B/L(White),
Ew O OIT(-20C~ +70C), S/T(-30C~ +80C)
7))

() ABSOLUTE MAXIMUM RATINGS (25°C)

PARAMETER SYMBOL| MIN. MAX. | UNIT
BLA [ 7 ] | SUPPLY VOLTAGE LOGIC vce 0 5.25 v

BLK — | LED BACKLIGHT SUPPLY VOLTAGE DRIVER | VCC-VO 0 7 \Y

INPUT VOLTAGE VIN 0 VCC \4



박병훈
사각형

박병훈
텍스트 상자   
STN Blue, Negative, T/M, 6:00, LED B/L(White),
O/T(-20C~ +70C), S/T(-30C~ +80C)




