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 Part No. 
Inductance 

 L (uH) 

Test 

Freq. 

(kHz) 

DC 

Resistance 

(Ω)Max 

Rated 
DC Current 

(A)Max 

YCDH32T-R15M 0.15 100 0.021 4.4 

YCDH32T-R56M 0.56 100 0.050 2.9 

YCDH32T-1R0M 1.0 100 0.063 2.3 

YCDH32T-2R2M 2.2 100 0.124 1.3 

YCDH32T-3R3M 3.3 100 0.167 1.15 

YCDH32T-4R7M 4.7 100 0.247 0.90 

YCDH32T-6R8M 6.8 100 0.392 0.75 

YCDH32T-100M 10 100 0.509 0.65 

YCDH32T-220M 22 100 1.120 0.43 

YCDH32T-330M 33 100 1.940 0.35 

YCDH32T-470M 47 100 3.20 0.30 

YCDH32T-680M 68 100 4.06 0.21 

YCDH32T-101M 100 100 6.88 0.18 

YCDH32T-221M 220 100 14.4 0.10 

YCDH32T-331M 330 100 18.9 0.06 

* Inductance Tolerance : J ±5% , K ±10% , M ±20% , N ±30%  

 

 

YCDH32T 

 
3.2 x 2.5 x 2.0 mm 

 

Test Frequency  : 1KHz ~1MHz/250mV (CH-3302/320X) 

Inductance  : 0.15uH~330uH 

DC Resistance  : 0.021Ω~18.9ΩMax (CH-502A) 

Packing Quantity : 1500pcs/reel, 75000pcs/ carton 
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