
     3313J시리즈 - single turn  - 상품코드 : 020300104

*트리머 가변저항기

*엘리먼트 유형 : Cermet

*저항값 : 100Ω~ 1㏁

*턴 수 : 싱글턴 (220º)

     제품 상세 정보 (Product Features)

■ Surface Mount 3 mm Square Single-Turn 

■ Cermet / Sealed

■ Compatible with surface mount manufacturing processes

■ Rotor stop for in-circuit” adjustment

■ 100 cycle rotational and seal life

■ Patent #5043695 assembly for seal integrity

■ Plastic housing for RF applications

■ RoHS compliant* - see processing information on lead free surface mount trimmers

"추가제품옵션"을 통해서 "샘플&견적요청"가능합니다.

※ 유의사항

상기 제품에 첨부된 데이터시트는 참고용입니다. 

자세한 데이터시트를 원하실 때에는 당사에 문의 바랍니다.

     핵심 정보 (Key information)

저항 100Ω~ 1㏁

턴 수 220º nom

Power Rating 0.125W at 70º

Power Rating 0 W at 125º

Resistance Tolerance ±20 % std.

     기술데이터
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Technical Data

Resistive Element Cermet

Adjustment Travel Single Turn:220º nom

Resistance Range 100Ω~1MΩ

Resistance Tolerance ±20% standard

Power Rating 0.125 W at 70ºC

Power Rating 0 W at + 125ºC

Temperatuer Range -55ºC ~ 125ºC

Specifications

Electrical Characteristics
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Environmental Characteristics
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Physical Characteristics
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Drawing

Dimension
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