
Established in 1988 with a registered capital of USD1,200,000, we

are a professional manufacturer of all kinds of pushbutton switches. and

indicators. Our products are used for far-ranging area, especially in

industry area.

From 1988 to 2008 years, we developed 20 series of plastic

pushbutton and 10 series of metal pushbutton, and the diameter hole

contain 8mm. 10mm. 12mm, 16mm, 19mm, 22mm, 25mm

and 30mm,The new metal series are very popular in world, especially

in European and America, we gained a strong reputation for reliability

and high quality of above products. No matter the series you choose, all

of our switches offer advanced design, quick break contacts, a self-

cleaning feature and high reliability. Furthermore, they have long

operating lives, are durable and offer easy installation.

Our company was ISO9001-2000 approved and all the time runs on

this system, the products also obtained CE, CCC, PSE, VDE, CB and UL

certificates. This helps us to assure you of our commitment to product

quality and to our customers' satisfaction.

We look forward to supplying customers on both home and abroad

with our original and high quality elegant products. If you are interested

in any of our series, please don't hesitate to contact us.
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Φ8mm GQ8 15mA 3~36V

Φ19mm

Φ22mm

Φ25mm

GQ19

LAS1GQ

LAS1-AGQ

LAS1-BGQ

(LAS1-B)GQ22

(LAS1-B)GQ25

Ith:2A Ui:36VDC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

P3

P9,P10

P14

P16

P19

Φ12mm GQ12 15mA 3~36V

Ith:2A Ui:DC36V

Ith:2A Ui:DC36V

P3

P4,P5

P4,P5

Indicator

push button

push button

Dot I l luminatedpush button

Ring Illuminatedpush button

Key Lock Switch

push button

Dot I l luminatedpush button

Ring Illuminatedpush button

Selector

Illum inated Selec tor

Key Lock Switch

Buzzer

push button

Dot I l luminatedpush button

Ring Illuminatedpush button

push button

Dot I l luminatedpush button

Ring Illuminatedpush button

push button

Dot I l luminatedpush button

Ring Illuminatedpush button

Indicator

push button

Colorized Push Button

push button

Dot I l luminatedpush button

Ring Illuminatedpush button

push button

Dot I l luminatedpush button

Ring Illuminatedpush button

Φ16mm GQ16

LAS2GQ

Ith:2A Ui:36VDC

Ith:3A Ui:250VAC

P6,P7

P11,P13

Anti-vandal IP67

Anti-vandal IP65

Anti-vandal IP65

IP67

Anti-vandal IP67

Anti-vandal IP67

Anti-vandal IP67

Ant I 65i-vandal P

IP65

Anti-vandal IP65

IP40/IP67

IP5012V≤Ui 220V≤

To assist in locating the correct switch for your application, model, fixing size, contact structure, Max.

Rating, and safety&capability are shown. Please refer to the detailed introduction of our products in our

catalog as per the page listed in the form.

CATALOG

P8

P8

P5

P11

P11,P12

P15

P15

P14

P17

P17

P18

P18

P18

P16

P20

P20

P21

P21

P19

P19

P22

P22

Ith:1A Ui:36VDC

Ith:2A Ui:36VDC

Ith:2A Ui:36VDC

Ith:3A Ui:250VAC

Ith:3A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Ith:5A Ui:250VAC

Anti-vandal IP65

Anti-vandal IP65

Anti-vandal IP40

Anti-vandal IP65

Anti-vandal IP65

Anti-vandal IP65

IP67

IP67

IP67

IP67

IP65

IP67

IP67

Anti-vandal IP67

Anti-vandal IP67

Anti-vandal IP67

Anti-vandal IP67

IP40/IP67

IP40/IP67

IP67

Fix ing S ize Model Contact Struc ture PageMax. Ra ting Safety&Capabi lity



www.onpow.com Introduction of product model refer to P1

PRODUCT PREVIEW

P3

Φ8

GQ8F-D/△/▲ P3

Φ12

GQ12F-D/△/▲ P4

Φ12

GQ12B-10/◎ P4

Φ12

GQ12B-10/△/A

P6

Φ16

GQ16B-10/◎P5

Φ16

GQ16M-10GQ12B 10/J/- ◎P5

Φ12

GQ12B-10/J/△/AP5

Φ12

Φ16

P6 GQ16H-10/◎

Φ16

P6 GQ16F-10/◎ P7

Φ16

GQ16B-10/J/◎

Φ16

GQ16F-10/J/◎

Φ16

GQ16H-10/J/◎

Φ16

GQ16F-10E/J/△/▲/◎

Φ16

GQ16F-10D/J/△/▲/◎

Φ19

GQ19B-10/◎

Φ19

GQ19F-10/◎

Φ19

GQ19H-10/◎ GQ19B-10/J/◎

Φ19

GQ19F /J-10 /◎

Φ19

Φ16

LAS2GQF-□■/◎

Φ16

P11 LAS2GQF-□■D/△/▲/◎

Φ16

LAS2GQF-□■E/△/▲/◎GQ19H /J-10 /◎

Φ19

P7

P7 P8 P8

P9 P10P9

P9

P10

P10 P11 P11

http://www.onpow.com


Φ16

P11 LAS2GQH-□■/◎

Φ16

LAS2GQH-□■D/△ /▲/◎ P12

Φ16

LAS2GQH-□■E/△/▲/◎

Φ16

LAS2GQC-□■/◎

Φ16

P13 LAS2GQG-□■/◎ P14

Φ19

LAS1GQ-11 P14

Φ19

LAS1GQ-□Y/2

P15

Φ19

LAS1GQ-11E/△/▲

P15

Φ19

LAS1GQ-11D/△/▲

P17

Φ19

P16

Φ19

LAS1-AGQ-□■ P17

Φ19

LAS1-AGQ- D/ /□■ △▲

P20

Φ19

LAS1-BGQ- E/ /□■ △ ▲ P19

Φ22

GQ22-11■ P21

Φ22

GQ22-11■D/△/▲

P21

Φ22

GQ22-11■E/△/▲ P19

Φ25

GQ25-□ P22

Φ25

GQ25-□D/△/▲ P22

Φ25

GQ25-□E/△/▲

LAS1-AGQ-■/▲P16

Φ19

LAS1-AGQ -□X/◆ /△ /▲P18

Φ19

LAS1-AGQ-□Y/◆P18

Φ19

P11 P13

P20

Φ19

LAS1-BGQ- D/ /□■ △▲

P19

Φ19

LAS1-BGQ-□■

www.onpow.comInt roduction of product model refe r to P1

PRODUCT PREVIEW

LAS1-AGQ-□■E/△/▲
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NOTE:

Note：Pls read the cataloge carefulness，and choose the right part-numbe r according to the s ign。

GQ

Lamp voltage:

AC/DC

AC/DC

AC/DC

AC/DC

AC/DC

Note：Other voltage

can be made to order

6V

12V

24V

110V

220V

The crust materia l:

N Nickel-plated Brass

S Stainless steel

Lamp type

Dot

Ring

D

E

Operation mode:

Alternate type

No letter means

withount lamp

Z

Contact

Structure:

1NO1NC

2NO2NC

11

22

The front shape

Flat Round

High Round

Concave Round

High Concave

Round

F

H

C

G

Code of

series

Lamp color and

colorized button

Red

Green

Yellow

Orange

B lue

Whi te

R

G

Y

O

B

W

LAS2

Code

name

LAS2-GQ SERIES: Part-number description

GQ

Code of

ser ies

Mount ing hole

Φ8mm

Φ12mm

Φ16mm

Φ19mm

8

12

16

19

The front

shape:

Domed

Flat Round

High round

Doorbell

Push button

B

F

H

M

The crust materia l:

Nickel-pla ted Brass

Gold- Plated Brass

S tainless steel

Zn-A l a lloy(co lorized

but ton )

N

G

S

A

Connect type

J P in terminal

No letter means

Screw terminals

Lamp type

D Dot

R ingE

Lamp colo r and

color iz ed b utton

Red

Green

Ye llow

Orange

Blue

W hite

Black

R

G

Y

O

B

W

N

Lamp voltage

AC/DC

AC/DC

AC/DC

AC/DC

Note：Other

vo ltage can

made to order

6V

12V

24V

36V

Contact

Structure:

1NO10

Note：1、Pls read the cataloge carefulness，and choose the righ t part-number according to the sign。

2、Φ16(NC) and Φ19(NC) can made to order

GQ SERIES: Part-number description

Lamp color

Red

Green

Yellow

Orange

Blue

Whi te

R

G

Y

O

B

W

Series C ontac t s tru cture

1NO1NC

2NO2NC

3NO3NC

D ifferent Code

name have

d if ferent

contact str uc tu re

11

22

33

Operation Mode :

A lternate type

Selector type

key-lock type

Buzzer

Flash buzzer

The mome ntary

type is without

letter

Z

X

Y

M

SM

Lamp type

Dot

R ing

D

E

LAS1

Lamp and b uzze r's vol tage

AC /DC

AC /DC

AC /DC

AC /DC

AC /DC
Note：Other vol tage can

be made to order

6V

12V

24V

110V

220V

Cod e name

AGQ

B
22

25

GQ

GQ
BGQ

BGQ

The operation position

of selector and

key-lock ty pe:

T wo posit ion

T hree pos ition

2

3

LAS1series : Part-number description of GQ type

Note：1.Pls read the cata loge carefulness，and choose the right part-number according to the sign。

2、LAS1-BGQ22、LAS1-BGQ25 can write in GQ2 2、GQ25。

Preface

Pls provide us the detai l part-number when you order。

Colorized crust of Aluminum material are available for al l of above products .

If you need the products made to order, the MOQ need over 1000pcs

The IP rate is used for the surface of the panel

www.onpow.com
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Lamp Ratings

LED lamp

AC/DC6V AC/DC12V

AC/DC24V

40000 hours（Refere nce）

AC/DC110V

AC/DC220V

Lamp type

Rated voltage

LED color

Life

MARK：It can be made to order if you need DC LED；other voltage can be made to order .。

AC/DC36V

Rated Amper About 15mA About 5mA

Lamp

ci rcuit

diagram

R YG B WO

Using AC/DC led lamp， the terminal not have
the difference of anode and cathode；

Using inner resistance(GQ16 haven't inner
resistance), do not need connect outer
resistance。

R
a b

Switching Operation

1 2

3 4

C

NC

NO

Code

Switching
Operation

No.3No.1 No.2

Pin Terminal Description:

Diagram of

the Pin terminal

Part number Gq16with lamp LAS2GQ LAS1GQ LAS1-AGQ LAS1-BGQ

Comparison of the surface for different crust material.

Nickel-plated brass（Satin surface） Stainless steel（Spiral surface） Gold-plated brass（Satin surface）Descr ipt ion

Visual

Effect

MARK：The colorized crust can be made to order（The crust material shoul d use aluminum alloy）。

Engraving Option

A do pt adv anced laser techn ical to meet your a ny requirement,

The labe l have go od peformance in abrase and erode res istant.

For examp le：

The notice for Pin-welding

Preface 2

LED PIN

LED PIN

+

-

LED PIN

LED PIN

NC1 NC2

NO1 NO2

C1 C2

1 3

+ -

4 2

1、2 for NC
3、4 for NO

、+ - for LED

LED PIN LED PIN

NO1

NC1

NC1

NO1

The second an d th ird switch
unit are same with this.

LED PIN

LED PIN

im

Any incorrect welding operations all possib ly cause damage

to plastic deformat ion, bad-contact switch ect. When

soldering the pin-termina ls of switches and Indica tors, we

should pay attention to the following points. Because it's easy

to have the switch damaged if proper operation.

1.Using suitable electric soldering iron and quickening welding

speed. We suggest you use 20W elect ric soldering iron and

finish w ithin 3 seconds.

2.Using right amount of scaling powder and putting the pin-

terminals downwards when soldering.

3.It's better to use connectors than direct welding.

http://www.onpow.com


3 GQ
INDICATOR

Pin Terminal(1.8×0.4 mm)

1100VAC

-2 0℃ ~ +55℃

5～14Nm

IP67

PC

Nickel Plated Brass

PBT

Made to order

1～10mm

GQ12F-D/△/▲

Pin Terminal(1.8 0.4mm)×Termina l Type

D ielect ric Strengh

Operat ing Temp

Panel Thickness

Torque

IP Degree

L mpshadea

Body

Base

RoHS

Specification

2000VAC

-20℃ ~ + 55℃

5～14Nm

IP67

Nickel Plated Brass

PC

PBT

Made to order

1～10mm

ANTI-VANDAL INDICATOR

Φ8mm diameter

Vol tage Range:6V,12V,24V

Rated Current:

Type:LED

Color:

The crust material:Nickel Plated Brass

egree

15mA

IP D :IP67

Type

Color

Rated Voltage

Life

Indicator(LED)

6V/12V/24V

40000 hours

R YG B WO

R YG B WO

R YG B WO

ANTI-VANDAL INDICATOR

Φ8mm d iame te r

15mA

Th cr t Nick

IP D :IP 67

Vo lt age Rang e:6V,12V ,24V

Ra ted Curr en t:

Typ e:LED

Colo r:

e ust ma eria l: e l Plated Br ass

eg ree

Indicator(LED)

6V/12V/24 V

40000 hours

R YG B WO

GQ8F-D/△/▲

GQ12F-D/△/▲

Φ3.5

10Max.

1.5 25.5

10Max.

1.5 27

Φ5

21.9

GQ8F-D/△/▲

www.onpow.com Introduction of product model refer to P1

http://www.onpow.com


Termina l Type

Switching

Max.Switch Rating

Contact Resistance

Insulation Resistance

D ielect ric Strengh

Operating Temp

Mech anical life

Elect rical life

Contact

Panel Thickness

Torque

Operation Pressure

IP Degree

u tonB t

Body

Base

RoHS

Screw Termina ls

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000,000 cycles

200, 0 cycles00

Silver Alloy

5～14Nm

About 5N

IP65

Stain less Steel/Nickel Plated Brass

Stain less Steel/Nickel Plated Brass

PBT

1～6mm

Made to order

PBT

Zn-Al alloy

PBT

IP65

Made to order

R YG B WOHead Color

ANTI-VANDAL PUSH BUTTON

Φ12mm diameter

Switch rating:2A/36VDC

Contact Configuration:1NO

Operation Type: Momentary

The crust material: Stainless Steel/

Nickel Plated Brass

IP Degree:IP65
GQ12B 10/- ◎

7.2 15.5Max.

6 Max.

Op eration Distance

GQ12B-10/◎Specification GQ12B-10/△/A

2000VAC

-20℃ ~ +55℃

5～14Nm

1～6mm

Screw Terminals

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

1,000 00 cycles,0

200, 0 cycles00

Silver Alloy

About 5N

About 2.5mm About 2.5mm

www.onpow.comInt roduction of product model refe r to P1

Φ12mm diameter

Switch rating:2A/36VDC

Contact Configuration:1NO

Operation Type: Momentary

The crust material:Zn-Al alloy

Material of actuator:PBT

Head Color:

IP Degree:IP65GQ12B-10/△/A

7.2 15.5Max.

6 Max.

4GQ12/GQ16

R G Y O B W N

N——

COLORIZED PUSH BUTTON

http://www.onpow.com


DOOR BELL PUSH BUTTON

Φ16mm diameter

Switch Rating:1A/36VDC

Contact Configuration:1NO

Operation Type: Momentary

The crust material:Brass

(bronze-coloured)

IP Degree:IP40

GQ16M 10-

11.2 21Max.

3 Max.

Bottom View

www.onpow.com Introduction of product model refer to P1

5 GQ12

Terminal Type

Switching

Max.Switch Rating

Contact Resistance

Insu lation Resistance

D ielectr ic Strengh

Operating Temp

Mechanical l ife

Electr ical life

Contact

Panel Thickness

Torque

Operation Pressure

IP Degree

u tonB t

Body

Base

RoHS

Pin Terminal(2×0.5mm)

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000,000 cycles

200, 0 cycles00

Silver Alloy

5～14Nm

About 5N

IP65

Stainles s Steel/Nickel Plated Brass

Stainles s Steel/Nickel Plated Brass

PBT

1～6mm

Made to order

PBT

Zn-Al alloy

PBT

IP65

Made to order

R YG B WOHead Color

ANTI-VANDAL PUSH BUTTON

Φ12mm diameter

Switch Rating:2A/36VDC

Contact Configuration:1NO

Operation Type: Momentary

The crust material: Stain less Steel/

Nickel Plated Brass

IP Degree:IP65
GQ12B 10/J/- ◎

Operation Distance

GQ12B-10/J/◎Specification GQ12B-10/J/△/A

2000VAC

-20℃ ~ +55℃

5～14Nm

1～6mm

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

1,000 00 cycles,0

200, 0 cycles00

Silver Alloy

About 5N

About 2.5mm About 2.5mm

COLORIZED PUSH BUTTON

Φ12mm diameter

Switch Rating:2A/36VDC

Contact Configuration:1NO

Operation Type: Momentary

The crust material:Zn-Al alloy

Material of actuator:PBT

Head Color:

IP Degree:IP65

R G Y O B W

GQ12B-10/J/△/A

N

N

Pin Terminal (2×0.5mm)

6 Max.

7.2 12.1

2

Top View Terminal
Arrangement

6 Max.

7.2 12.1

2

Top View Terminal
Arrangement

Brass(bronze-coloured)

Brass(bronze-coloured)

IP40

Made to order

Bronze-coloured

GQ16M-10

2000VAC

-2 0℃ ~ +55℃

5～14Nm

1～3mm

Screw Termina ls

No.1

1A/36VDC

≤50mΩ

≥1000MΩ

1,000 00 cycles,0

200,000 cycles

Sl iver Plated Brass

About 8N

About 3mm

PBT

——

http://www.onpow.com


IP Degree

Button

Body

Base

IP65

Stainless Steel/Brass(Nickel plated, Gold plated)

S tainless Steel/Brass(Nickel plated, Gold plated)

PBT

Made to order

IP65

Stainless Steel/Brass(Nickel plated, Gold plated)

Stainless Steel/Brass(Nickel plated, Gold plated)

PBT

Made to order

IP65

Stainless Steel/Brass(Nickel plated, Gold plated)

Stainless Steel/Brass(Nickel plated, Gold plated)

PBT

Made to orderRoHS

Terminal Typ e

The Front Shape

Switc hing

Max.Switch Rating

Contact Resistance

Insulation Resistance

Dielectric St rengh

Opera ting Temp

Mechanica l life

Electrical l ife

Contact

Panel Thickness

Torque

Operation Pressure

Specification

ation Dis tanceOper

GQ16B-10/◎

Screw Termina ls

Domed

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

200, 0 cycles00

Silver Alloy

5～14Nm

About 4N

1～6mm

GQ16F-10/◎

Screw Terminals

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +5 5℃

1,000 00 cycles,0

200, 0 cycles00

Silver Alloy

5～14Nm

About 4N

1～6mm

Flat Round High Round

GQ16H-10/◎

Screw Termina ls

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

200, 0 cycles00

Si lver Al loy

5～14Nm

About 4N

1～6mm

Φ16mm diam eter

Switch Rating:2A/36VDC

Contact Configurat ion:1NO(1NC )

Operation Type: Momentary

The Front Shape: High Round

The crust material : Stain less Steel

/Brass(Nickel plated, Gold plated)

IP Degree:IP65

Made to order

ANTI-VANDALpush button

GQ16H 10/- ◎

23

6 Max.

3.1

GQ16B 10/◎-

Φ16mm diameter

Switch Rating:2A/36VD C

Contact Configura tion :1NO(1NC )

Operation Type: Momentary

The Front Shape:Domed

The crust mater ial: Stain less Steel/

Brass(Nicke l plated, Gold plated)

IP Degree:IP65

Made to order

ANTI-VANDALpush button

233 .1

6 Max.

Φ16m m diam eter

Switch Rating:2A/36VDC

Contact Configuration:1NO(1NC )

Operation Type: Momentary

The Front Shape:Flat Round

The crust material: Sta inless Steel/

Brass(Nickel plated, Gold plated)

IP Degree:IP65

Made to order

GQ16F 10/- ◎

ANTI-VANDALpush button

23

6 Max.

1.5

About 1.5mm About 1.5mm About 1.5mm

GQ16

www.onpow.comInt roduction of product model refe r to P1
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Φ16mm diameter

Switch Rating:2A/36VDC

Contact Configuration:1NO

Operation Type: Momentary

The Front Shape: Flat Round

The crust material: Stain less Steel/

Brass(Nickel plated, Gold plated)

IP Degree:IP65

ANTI-VANDAL PUSH BUTTON

GQ16F J-10/ /◎

6 Max.

1.5 17.2
2

Φ16mm diameter

Switch Rating:2A/36VDC

Contact Configuration:1NO

Operation Type: Momentary

The Front Shape: High Round

The crust material: Stain less Steel/

Brass(Nickel plated, Gold plated)

IP Degree:IP65

ANTI-VANDAL PUSH BUTTON

GQ16H J-10/ /◎

6 Max.

3.1 17.2

2

Φ16mm diameter

Switch Rating:2A/36VDC

Contact Configuration:1NO

Operation Type: Momentary

The Front Shape: Domed

The crust material: Stain less Steel/

Brass(Nickel plated, Gold plated)

IP Degree:IP65

ANTI-VANDAL PUSH BUTTON

GQ16B 10/J- /◎

6 Max.

3.1 17.2
2

IP Degree

Button

Body

Base

IP65

Stainless Steel /Brass(Nickel plated, Gold plated)

Stainless Steel /Brass(Nickel plated, Gold plated)

PBT

Made to order

IP65

Stainless Steel/Brass(Nickel plated, Gold plated)

Stainless Steel/Brass(Nickel plated, Gold plated)

PBT

Made to order

IP65

Stainless Steel/Brass(Nickel plated, Gold plated)

Stainless Steel/Brass(Nickel plated, Gold plated)

PBT

Made to orderRoHS

Terminal Type

The Front Shape

Switching

Max.Switch Rating

Contact Resistance

Insulation Resistance

D ielectr ic Strengh

Operating Temp

Mechanical l ife

Electr ical life

Contact

Panel Thickness

Torque

Operation Pressure

Specification GQ16B-10/J/◎

Pin Terminal(2×0.5mm)

Domed

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

200, 0 cycles00

Silver Alloy

5～14Nm

About 4N

1～6mm

GQ16F-10/J/◎

Pin Terminal(2×0.5mm)

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +5 5℃

1,000 00 cycles,0

Silver Alloy

5～14Nm

About 4N

1～6mm

Flat Round

200, 0 cycles00

High Round

GQ16H-10/J/◎

Pin Terminal(2×0.5mm)

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

Si lver Al loy

5～14Nm

About 4N

1～6mm

200, 0 cycles00

Operation Distance About 1.5mm About 1.5mm About 1.5mm

GQ16
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Operating Voltage(U)

Current- lim iting
Resistance(R)

210Ω,1/4W

6V

160Ω,1/4W

510Ω,1/2W

12V

460Ω,1/2W

1.2kΩ,3/4W

24V

1.2KΩ,3/4W

2.2KΩ,1W

36V

2.2KΩ,1W

R Y O

G B W

ANTI-VANDALDOT ILLUMINATED PUSH BUTTON

ANTI-VANDALRING ILLUMINATED PUSH BUTTON

GQ16F-10D/J△/▲/◎

GQ16F-10E J// △/▲/◎

Φ16mm diameter

Switch Rating:2A/36VDC

Contact Configuration:1NO

Operation Type: Momentary

The crust material: Stain less Steel/

Nickel Plated Brass

Dot Illuminated

IP Degree:IP65

Φ16mm diameter

Switch Rating:2A/36VDC

Contact Configuration:1NO

Operation Type: Momentary

The crust material: Stain less Steel/

Nickel Plated Brass

Ring Illuminated

IP Degree:IP65

10 Max.

19
8.3

1.5 20

10 Max.

8.3
191.5 20

IP65

Stain less Stee l/ el Plated BrassNick

Stain less Stee l/ el Plated BrassNick

PBT

Made to order

R Y O

GQ16F-10D/J/△/▲/◎

Pin Terminal(2×0.5mm)

Flat Round

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

About 4N

1～10mm

AC/DC 1.7V

40000 hours

G B W

Dot Illuminated(LED)

AC/DC 2.8V

IP65

Sta inless Stee l/ el P lated BrassNick

Sta inless Stee l/ el P lated BrassNick

PBT

Made to order

GQ16F-10E/J/△/▲/◎

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +5 5℃

1,000 00 cycles,0

50, 0 cyc les00

Silver Alloy

5～14Nm

About 4N

1～10mm

Flat Round

Pin Terminal(2×0.5mm)

Ring Illuminated(LED)

IP Degree

Button

Body

Base

Type

Color

Rated Voltage(Ue)

L ife

RoHS

Terminal Type

The Front Shape

Swi tching

Max.Sw itch Rating

Contact Resistance

Insulation Resistance

Dielectric Strengh

Operating Temp

Mechanical life

Electrica l life

Contact

Panel Thickness

Torque

Opera tion Pressure

Specification

Operation D istance

Rated Current(Ie) 20mA

G B W

AC/DC 2.8V

R Y O

AC/DC 1.7V

40000 hours

20mA

Current-l im i ting R esis tance
Confi guration Tab le R=

U-Ue
Ie

Formula

About 1.5mm About 1.5mm

+
-

+
-
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GQ19

IP Degree

Button

Body

Base

IP65

Stainless Stee l/Brass(Nicke l plated, Gold plated)

Stainless Stee l/Brass(Nicke l plated, Gold plated)

PBT

Made to order

IP65

Stainless Steel/Br ass(Nickel pla ted, Gold pla ted)

Stainless Steel/Br ass(Nickel pla ted, Gold pla ted)

PBT

Made to order

IP65

Stainless Steel/Brass(Nickel plated, Gold plated)

Stainless Steel/Brass(Nickel plated, Gold plated)

PBT

Made to orderRoHS

ANTI-VANDALPUSH BUTTON

GQ19B-10/◎

Φ19mm diameter

Switch Rating :2A/36VD C

Contact Configurat ion:1NO(1NC )

Operation Type: Momentary

The Front Shape: Domed

The crust m ater ial : Sta in less S teel

/Brass(Nickel pla ted , Gold p lated)

IP Degree: IP65

Made to or der

10 Max.

26.2Max.3.6

ANTI-VANDALPUSH BUTTON

GQ19H-10/◎

Φ19m m d iameter

Swi tch Rating:2A /36VDC

Contact Configur ation :1NO(1NC )

Operation Type: Mom entar y

The Front S hape:High Round

The crust m ater ial: Sta in less Stee l/

Brass (Nickel plated, Gold pla ted)

IP Degree:IP65

Made to ord er

26.2Max.3.6

10 Max.

ANTI-VANDALPUSH BUTTON

GQ19F-10/◎

Φ19mm diam eter

Switch Rating:2A/36VDC

Contact Configuration :1NO(1NC )

Operation Type: Momentary

The Front S hape:Flat Round

The crust material: Stain less Steel

/B rass(Nickel plated, G old plated)

IP Degree:IP65

Made to order

26.2Max.2

10 Max.

Terminal Type

The Front Shape

Switching

Max.Switch Rating

Contact Resistance

Insul ation Resista nce

Dielectric Strengh

Operating Temp

Mechanical l ife

Electrical life

Contact

Panel Th ickness

Torque

Operation Pressure

Specification GQ19B-10/◎

Screw Terminals

Domed

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

200, 0 cycles00

Silver Alloy

5～14Nm

About 4N

1～10mm

GQ19F-10/◎

Screw Terminals

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +5 5℃

1,000 00 cycles,0

Silver Alloy

5～14Nm

About 4N

1～10mm

Flat Round

200, 0 cycles00

High Round

GQ19H-10/◎

Screw Termina ls

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

- 20℃ ~ + 55℃

1,000 00 cycles,0

Si lver Al loy

5～14Nm

About 4N

1～10mm

200, 0 cycles00

Operation Distance About 1.8mm About 1.8mm About 1.8mm
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GQ19

IP Degree

Button

Body

Base

IP65

Stainless Steel/Brass(Nickel plated, Go ld plated)

Stainless Steel/Brass(Nickel plated, Go ld plated)

PBT

Made to order

IP65

Stainless Steel/Brass(Nickel plated, Gold plated)

Stainless Steel/Brass(Nickel plated, Gold plated)

PBT

Made to order

IP65

Stainless Steel/Brass(Nickel plated, Gold plated)

Stainless Steel/Brass(Nickel plated, Gold plated)

PBT

Made to orderRoHS

ANTI-VANDALpush button

GQ19B-10/J/◎

Φ19mm diameter

Switch Rating :2A /36V DC

Contact C onfigur ation :1NO(1NC )

Operation Typ e: Momentary

The Front Shape: Dom ed

The crust mater ial: Stainless Steel/

Brass(Nickel plated, Gold plated)

IP Degree:IP65

Made to order

ANTI-VANDALpush button

GQ19H /J-10 /◎

Φ19mm diameter

Switch Rating :2A /36V DC

Contact C onfigur ation :1NO(1NC )

Operation Typ e: Momentary

The Front Shape: High Round

The crust mater ial: Stainless Steel/

Brass(Nickel plated, Gold plated)

IP Degree:IP65

Made to order

ANTI-VANDALpush button

GQ19F /J-10 /◎

Φ19mm diameter

Switch Rating :2A /36V DC

Contact C onfigur ation :1NO(1NC )

Operation Typ e: Momentary

The Front Shape: Flat Round

The crust mater ial: Stainless Steel/

Brass(Nickel plated, Gold plated)

IP Degree:IP65

Made to order

Termina l Type

The Front Shap e

Switch ing

Max.Switch Rating

Contact Resistance

Insu lation Resistance

D ielect ric Strengh

Operat ing Temp

Mech anical life

Elect rical life

Contact

Panel Thickness

Torque

Operation Pressure

Specification GQ19B-10/J/◎

Pin Terminal(2×0.5mm)

Domed

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

200, 0 cycles00

Silver Alloy

5～14Nm

About 4N

1～10mm

GQ19F-10/J/◎

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +5 5℃

1,000 00 cycles,0

Silver Alloy

5～14Nm

About 4N

1～10mm

Flat Round

200, 0 cycles00

High Round

GQ19H-10/J/◎

No.1

2A/36VDC

≤50mΩ

≥1000MΩ

2000VAC

- 20℃ ~ + 55℃

1,000 00 cycles,0

Si lver Al loy

5～14Nm

About 4N

1～10mm

200, 0 cycles00

Operation Distance About 1.8mm About 1.8mm About 1.8mm

Pin Terminal(2×0.5mm) Pin Terminal(2×0.5mm)
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METAL PUSH BUTTON

Φ16mm diameter

Switch Rating:3A/250VAC

Contact Configuration:1NO1NC / 2NO2NC

Operation Type: Momentary / A lternate

The Front Shape: Flat Round

The crust material: Stainless Steel/

Nickel Plated Brass

IP Degree:IP40/IP67LAS2GQF- /□■◎

361.5

10 Max.

5

METAL DOT ILLUMINATED PUSH BUTTON

Φ16mm diameter

Switch Rating:3A/250VAC

Contact Configuration:1NO1NC / 2NO2NC

Operation Type: Momentary / A lternate

The Front Shape: Flat Round

The crust material: Stainless Steel/

Nickel Plated Brass

Dot Il luminated

IP Degree:IP40/IP67

LAS2GQF △▲-□■D/ / /◎

361.5

10 Max.

5

METAL PUSH BUTTON

Φ16mm diameter

Switch Rating:3A/250VAC

Contact Configuration:1NO1NC / 2NO2NC

Operation Type: Momentary / A lternate

The Front Shape: High Round

The crust material: Stainless Steel/

Nickel Plated Brass

IP Degree:IP40/IP67LAS2GQH □- /■ ◎

363.9

10 Max.

5

METAL RING ILLUMINATED PUSH BUTTON
Φ16mm diameter

Switch Rating:3A/250VAC

Contact Configuration:1NO1NC / 2NO2NC

Operation Type: Momentary / A lternate

The Front Shape:Flat Round

The crust material: Stainless Steel/

Nickel Plated Brass

Ring Illum inated

IP Degree:IP40/IP67

LAS2GQF- E /□■ /△/▲ ◎

361.5

10 Max.

5

METAL DOT ILLUMINATED PUSH BUTTON

Φ16mm diameter

Switch Rating:3A/250VAC

Contact Configuration:1NO1NC / 2NO2NC

Operation Type: Momentary / A lternate

The Front Shape:High Round

The crust material: Stainless Steel/

Nickel Plated Brass

Dot Il luminated

IP Degree:IP40/IP67

LAS2GQH- /□■ △/▲ ◎D/

10 Max.

5

363.9

LAS2GQ
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METAL RING ILLUMINATED PUSH BUTTON

Φ16mm diameter

Switch Rating:3A/250VAC

Contact Configuration:1NO1NC / 2NO2NC

Operation Type: Momentary / Alternate

The Front Shape: High Round

The crust material: Stainless Steel/

Nickel Plated Brass

Ring Illuminated

IP Degree:IP40/IP67

LAS2GQH- E /□■ /△/▲ ◎

10 Max.

363.9

5

LAS2GQF-□ /□ □□

No.3

S tainless Steel/ e l Plated BrassNick

S tainless Steel/ e l Plated BrassNick

PBT

Made to order

Without Lamp

——

——

——

Pin Terminal(1.8×0.4 mm)

IP Degree

Button

Body

Base

Type

Color

Rated Voltage

Life

RoHS

Terminal Type

Swi tching

Contact Resistance

Insulation Resistance

Dielectric Strengh

Operating Temp

Mechanical life

Electrica l life

Contact

Panel Thickness

Torque

Opera tion Pressure

Operation D istance

Sta inless Steel/ el Plated BrassNick

Sta inless Steel/ el Plated BrassNick

PBT

Made to order

Dot Illuminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

R YG B WO

No.3

Pin Terminal(1.8×0.4mm)

Stainless Steel/ el Plated BrassNick

Stainless Steel/ el Plated BrassNick

PBT

Made to order

Ring Illuminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

R YG B WO

No.3

Pin Terminal(1.8×0.4 mm)

Flat Round
High Round

The Front Shape
Flat Round
High Round

Flat Round
High Round

Max.Sw itch Rating Ith :3A U i:250VAC Ith:3A Ui:250VAC Ith :3A U i:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

2.5~4N

IP40/IP67

1～10mm

IP40 IP67/

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +5 5℃

1,000 00 cycles,0

50, 0 cyc les00

Silver Alloy

5～14Nm

1～10mm

IP40 IP67/

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Si lver Al loy

5～14Nm

1～10mm

LAS2GQF-□■/◎ LAS2GQF-□■D/△/▲/◎ LAS2GQF-□■E/△/▲/◎
LAS2GQH-□■/◎ LAS2GQH-□■D/△/▲/◎ LAS2GQH-□■E/△/▲/◎

Specification

About 2.8mm About 2.8mm About 2.8mm
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Top View

Top View

Terminal
Arrangement

Terminal
Arrangemen t

LAS2GQ

ANTI-VANDAL METAL PUSH BUTTON

ANTI-VANDAL METAL COLORIZED PUSH BUTTON

LAS2GQC-□■/◎

LAS2GQG-□■/◎

Φ16mm diameter

Switch Rating:3A/250VAC

Contact Conf iguration:1NO1NC / 2NO2NC

Operation Type: Momentary / Alternate

The Front Shape: Concave Round

The crust material: Stainless Steel/

Nickel Plated Brass

IP Degree:IP67

Φ16mm diameter

Switch Rating:3A/250VAC

Contact Conf iguration:1NO1NC / 2NO2NC

Operation Type: Momentary / Alternate

The Front Shape: High Concave Round

The crust material: Stainless Steel/

Nickel Plated Brass

IP Degree:IP67

Head Color:

3.7 29.7

10 Max.

5

29.7

5

10 Max.

3.7

Specification LAS2GQG-□■/◎LAS2GQC-□■/◎

No.3

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

2.5~4N

IP40/IP67

Stainless Steel/ e l Plated BrassNick

Stainless Steel/ e l Plated BrassNick

PBT

Made to order

1～10mm

Pin Terminal(1.8×0.4 mm)

IP Degree

Button

Body

Base

RoHS

Terminal Typ e

Switc hing

Contact Resis tance

Insulation Resistance

Dielectric S trengh

Operating Temp

Mechanical life

Electrical life

Contact

Panel Thickness

Torque

Operation Pressure

Operat ion Dis tance

IP40/IP67

Zn-Al alloy

Stainless Stee l/ el Plated BrassNick

PBT

Made to order

No.3

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +5 5℃

1,000 00 cycles,0

50, 0 cyc les00

Silver Alloy

5～14Nm

1～10mm

Pin Terminal(1.8×0.4mm)

Max.Swi tch Rating Ith :3A U i:250VAC Ith:3A Ui:250VAC

The Front Shape Concave Round High Concave Round

Head Color Local Co lour R YG B WO

About 2.8mm About 2.8mm
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IP Degree

Button

Body

Base

IP65 e to order(IP67 )Mad

Stainless Steel

Stainless Steel

PC

Made to order

IP40

Zn-Al alloy

Stainless Steel

Bakeli te

Made to order

ANTI-VANDAL PUSH BUTTON

RoHS

LAS1GQ-11

Φ19mm diameter

Switch Rating:5A/250VAC

Contact Configuration:1NO1NC

Operation Type: Momentary

The crust material: Stain less Steel

IP Degree:IP65(IP67Made to order)

10 Max.

2 32.7 7.7

METAL KEY LOCK SWITCH

Remark: 1NO1NC L=37
2NO2NC L=44.5LAS1GQ-□Y/2

Φ1 9mm diam eter

Swi tch Ra ting :5A/250VA C

Contact Co nf iguration :1NO1 NC / 2NO2NC

Two Pos i tion R ema in

The cru st mater ia l: Stain less S teel

IP Degr ee:IP40

2 L

10 Max.

1 3
4 2
－＋

Termina l Type

The Front Shap e

Switch ing

Max.Switch Rating

Contact Resistance

Insu lation Resistance

D ielect ric Strengh

Operat ing Temp

Mech anical life

Elect rical life

Contact

Panel Thickness

Torque

Operation Pressure

Specification LAS1GQ-11

Pin Terminal(2.8×0.5 mm)

Flat Round

No.2

Ith :5A U i:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

About 4N

1～10mm

Round

LAS1GQ-□Y/2

Weld Terminal

No.2

Ith:5A Ui:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +55℃

500,000 cycles

50, 0 cycles00

Silver Alloy

5～14Nm

1～10mm

Operation Distance 90°two position remainAbout 2.5mm
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IP Degree

Button

Body

Base

IP65 e to order(IP67 )Mad

Stainless Steel

Stainless Steel

PC

Made to order

IP65 e to order(IP67 )Mad

Stainless Steel

Stainless Steel

PC

Made to order

Type

Color

Rated Voltage

Life

Ring Illuminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

Dot Illuminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

R YG B WO R YG B WO

ANTI-VANDAL DOT ILLUMINATED PUSH BUTTON

ANTI-VANDALRING ILLUMINATED PUSH BUTTON

LAS1GQ-11D/ /△▲

LAS1GQ-11E/△/▲

Φ19mm diameter

Switch Rating:5A/250VAC

Contact Configuration:1NO1NC

Operation Type: Momentary

The crust material: Stain less Steel

Dot Illuminated

IP Degree:IP65(IP67 )Made to order

Φ19mm diameter

Switch Rating:5A/250VAC

Contact Configuration:1NO1NC

Operation Type: Momentary

The crust material: Stain less Steel

Ring Illuminated

IP Degree:IP65(IP67 )Made to order

RoHS

32.7 7.72

10 Max.

32.7 7.72

10 Max.

Terminal Type

The Front Shape

Switching

Max.Switch Rating

Contact Resistance

Insul ation Resista nce

Dielectric Strengh

Operating Temp

Mechanical l ife

Electrical life

Contact

Panel Th ickness

Torque

Operation Pressure

Specification LAS1GQ-11E/△/▲

No.2

Ith:5A Ui:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +5 5℃

1,000 00 cycles,0

50, 0 cyc les00

Silver Alloy

5～14Nm

About 4N

1～10mm

LAS1GQ-11D/△/▲

Pin Terminal(2.8×0.5 mm)

Flat Round Flat Round

No.2

Ith :5A U i:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

About 4N

1～10mm

Pin Terminal(2.8×0.5mm)

Operation Distance About 2.5mmAbout 2.5mm
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IP Degree

Button

Body

Base

IP67

Stainless Steel

Stainless Steel

PBT

Made to order

IP50

Stainless Steel

Stainless Steel

PA

Made to order

METAL PUSH BUTTON

METAL BUZZER

LAS1-AGQ-□■

LAS1-AGQ-■/▲

Φ19mm diameter

Swi tch Rating:5A/250VAC

Contact Configurat ion:1NO 1NC / 2NO 2NC

Operation Type: Mom entary / Altern ate

The crust mater ia l: Stain less S teel

IP Degree:IP67

Φ19mm diameter

Rated Voltage:DC12V / DC24V

AC110V / AC220V

Buzzer / Flicker Buzzer

Sound Intensity:≥80dB(1m)

The crust material: Stain less Steel

IP Degree:IP50

RoHS

36

C

52

NO

NC

10 Max.

Terminal Type

The Front Shape

Switching

Max.Sw itch Rating

Contact Resis tance

Insulation Resistance

Dielectric S trengh

Operating Temp

Mechanical life

Electrica l life

Contact

Panel Thickness

Torque

Opera tion Pressure

Specific ation LAS1-AGQ-□■

Pin Terminal(2.8×0.5 mm)

Flat Round

No.3

Ith :5A U i:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

3~5N

1～10mm

Flat Round Honeycomb

LAS1-AGQ-■/▲

2000VAC

-20℃ ~ +55℃

5～14Nm

1～10mm

Screw Terminal

Opera tion Distance

Type

Colour

Rated Voltage

Sound Intensity

Buzzer/Flicker Buzzer

DC12V/DC24V/AC110V/AC220V

≥80dB（1m）

R G

——

——

——

——

——

——

——

——

——

——

——

——

——

About 3.1mm

www.onpow.comInt roduction of product model refe r to P1

53.62

10 Max.
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Φ1 9mm diameter

Swi tch Ra ting:5A/250 VAC

Conta ct Co nf iguration :1NO1 NC / 2NO2NC

Operat io n Type: Mo mentary / Alternate

The cru st mater ia l: Stainless Steel

Rin g Illuminate d

IP D egr ee: IP67

METAL RING ILLUMINATED PUSH BUTTON

LAS1-AGQ-□■E/△/▲

372
5

12

C

NO

NC

10 Max.

METAL DOT ILLUMINATED PUSH BUTTON

Φ1 9mm diameter

Swi tch Ra ting:5A/250 VAC

Conta ct Co nf iguration :1NO1 NC / 2NO2NC

Operat io n Type: Mo mentary / Alternate

The cru st mater ia l: Stainless Steel

Dot I llu minated

IP D egr ee: IP67

IP Degree

Button

Body

Base

IP67

Stainless Steel

Stainless Steel

PBT

Made to order

Type

Color

Rated Voltage

Life

Dot Illuminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

R YG B WO

RoHS

LAS1-AGQ-□■D/△/▲

37

N C

N O

C

2

10 Max.

5
12

IP67

Stainless Steel

Stainless Steel

PBT

Made to order

Ring Illuminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

R YG B WO

Termina l Type

The Front Shap e

Switching

Max.Switch Rating

Contact Resistance

Insu lation Resistance

D ielect ric Strengh

Operating Temp

Mech anical life

Elect rical life

Contact

Panel Thickness

Torque

Operation Pressure

Specification LAS1-AGQ-□■D/△/▲

Flat Round

No.3

Ith :5A U i:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

3~5N

1～10mm

Pin Terminal(2.8×0.5 mm)

LAS1-AGQ-□■E/△/▲

Flat Round

No.3

Ith:5A Ui:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +5 5℃

1,000 00 cycles,0

50, 0 cyc les00

Silver Alloy

5～14Nm

3~5N

1～10mm

Pin Terminal(2.8×0.5mm)

Operation Distance About 3.1mm About 3.1mm

www.onpow.com Introduction of product model refer to P1
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Arrangement

http://www.onpow.com


Body

Base

Terminal Type

The Front Shape

Switching

Max.Switch Rating

Contact Resistance

Insul ation Resista nce

Dielectric Strengh

Operating Temp

Mechanical l ife

Electrical life

Contact

Panel Th ickness

Torque

IP Degree

Specification

No.3

Ith:5A Ui:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +5 5℃

500, 0 cycles00

50, 0 cyc les00

Silver Alloy

5～14Nm

IP65

Stainless Steel

Stainless Steel

PBT

Made to order

1～10mm

LAS1-AGQ-□Y/◆

Key Lock

Stainless Steel

Stainless Steel

PBT

Made to order

Type

Color

Rated Vol tage

Life

Arrowhead(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

R YG B WO

RoHS

LAS1-AGQ-□X/◆/△/▲

Selector

No.3

Ith :5A U i:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

500, 0 cycles00

50, 0 cycles00

Silver Alloy

5～14Nm

1～10mm

Pin Terminal(2.8×0.5 mm) Pin Terminal(2.8×0.5mm)

——

——

——

——

Button

NO NC

C

NO NC

C

C

NO NC

C

NO NC

C

NO NC

Le ft Contac t

Le ft Contac t

Right Contact

Right Contact

NONC

C

NO NC

C

NC

C

NO NO NC

C

NO NC

C

Position Contact Center Rightle ft

90°two position

1NO1NC

2NO2NC

45°three posit ion 2NO2NC
NONC

C

NO NC

C

Φ19mm diameter

Switch Rating:5A/250VAC

Contact Configuration:1NO1NC / 2NO2NC

Two Position Remain / Three Position Remain

The crust material: Stain less Steel

Arrowhead Illuminated

IP Degree:IP67

METAL ILLUMINATED SELECTOR（ ）

Φ19mm diameter

Switch Rating:5A/250VAC

Contact Configuration:1NO1NC / 2NO2NC

Two Position Remain / Three Position Remain

The crust material: Sta in less Steel

IP Degree:IP65

METAL KEY LOCK SWITCH

LAS1-AGQ-□X/◆/△/▲

LAS1-AGQ-□Y/◆

IP67

www.onpow.comInt roduction of product model refe r to P1

37

NC

NO

C

12
58.6

10 Max.

36

C

52

N O

NC

10 Max.
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Top View

Top View
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Arrangement

Ter minal
Arrangement

Left Contact Left Contact

Left Contact

Righ t Contact Right Contact

Right Contact
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METAL PUSH BUTTON

LAS1-BGQ-□■

Φ19mm diameter

Combined Structure

Switch Rat ing:5A/250VAC

Contact Configuration : 1NO1NC /

2NO2NC / 3NO3NC

Opera ti on Type: Momentary / Alternate

The crust mater ia l: Stainless Stee l

IP Degree: IP67

49.22

10 Max.

18
12

IP Degree

Button

Body

Base

IP65

Stainless Steel

Stainless Steel

PA

Made to order

IP67

Stainless Steel

Stainless Steel

PA

Made to order

IP65

Stainless Stee l

Stainless Stee l

PA

Made to orderRoHS

Termina l Type

The Front Shap e

Switching

Max.Switch Rating

Contact Resistance

Insu lation Resistance

D ielect ric Strengh

Operating Temp

Mech anical life

Elect rical life

Contact

Panel Thickness

Torque

Operation Pressure

Specification LAS1-BGQ-□■

Pin Terminal(2.8×0.5 mm)

Flat Round

No.2

Ith :5A U i:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

5.5~8N

1～6mm

GQ22-11■

Pin Terminal(2.8×0.5mm)

No.2

Ith:5A Ui:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +5 5℃

1,000 00 cycles,0

Silver Alloy

5～14Nm

1～6mm

Flat Round

50, 0 cyc les00

Flat Round

GQ25-□

Pin Terminal(2.8×0.5 mm)

No.2

Ith :5A U i:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

Si lver Al loy

5～14Nm

1～6mm

50, 0 cycles00

Operation Distance

Φ22mm diameter

Switch Rating:5A/250VAC

Contact Conf iguration:1NO1NC

Operati on Type: Momentary / Al ternate

The crust material: Stainless Steel

IP Degree:IP65

ANTI-VANDAL PUSH BUTTON

GQ22-11■

Φ25mm diameter

Swi tch Rating:5A/250VAC

Contact Configuration:1NO1NC /

2NO2NC

Ope ration Type: Momentary

The crust material: Sta inless Steel

IP Degree:IP65

ANTI-VANDAL PUSH BUTTON

GQ25-□

About 3.1mm About 2.5mm About 2.8mm

www.onpow.com Introduction of product model refer to P1

8 Max.

35.8 28.51.8

Top View

Top View

6

10max.

2 38.4
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About 5.5N 5.5~7N

Top View Bottom View

Bott om View

Bott om View
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METAL DOT ILLUMINATED PUSH BUTTON

Φ19mm diameter

Combined Struc ture

Switch Rating:5A/250VAC

Contact Configurat ion: 1NO1NC /

2NO2NC / 3NO3NC

Opera ti on Ty pe: Momentary / Alternate

The crust material : Stain less Steel

IP Degree:IP67LAS1-BGQ- D/ /□■ △ ▲

49.22

10 Max.

18
12

Terminal Type

Switching

Max.Switch Rating

Contact Resistance

Insulation Resistance

D ielectr ic Strengh

Operating Temp

Mechanical l ife

Electr ical life

Contact

Panel Thickness

Torque

Operation Pressure

IP Degree

Button

Body

Base

Type

Color

Rated Voltage

Life

RoHS

No.2

Ith :5A U i:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

IP67

Stainless Steel

Stainless Steel

PA

Made to order

1～10mm

Dot Illuminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

R YG B WO

Pin Terminal(2.8×0.5 mm)

No.2

Ith:5A Ui:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

IP67

Stainless Steel

Stainless Steel

PA

Made to order

1～10mm

Ring Il luminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

R YG B WO

Pin Terminal (2.8×0.5mm)

The Front Shape

Specification LAS1-BGQ-□■D/△/▲

Flat Round

LAS1-BGQ-□■E/△/▲

Flat Round

Operation Distance

Φ19mm diameter

Combined Struc tu re

Switch Rating:5A/250VAC

Contact Configurat ion: 1NO1NC /

2NO2NC / 3NO3NC

Operation Type: Momentary / Alternate

The crust mater ial: Stainless Steel

IP Degree:IP67

METAL RING ILLUMINATED PUSH BUTTON

LAS1-BGQ-□■E/△/▲

18

1249.22

10 Max.

About 3.1mm About 3.1mm

www.onpow.comInt roduction of product model refe r to P1

20LAS1-BGQ

5.5~8N 5.5~8N

Top View
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Φ22mm diameter

Switch Rating:5A/250VAC

Contac t Configuration: 1NO1NC

Operat ion Ty pe: Momentary / Alternate

The Crust Material : Stainless Steel

Dot Illuminated

IP Degree:IP65

ANTI-VANDAL DOT ILLUMINATED PUSH BUTTON

GQ22-11■D/△/▲

Φ22mm diameter

Switch Rating:5A/250VAC

Contact Configuration: 1NO1NC

Operation Type: Momentary / Alternate

The Crust Materia l: Stainless Steel

Ring Illuminated

IP Degree:IP65

ANTI-VANDAL RING ILLUMINATED PUSH BUTTON

GQ22-11■E/△/▲

Max.Switch Rating

Contact Resistance

Insu lation Resistance

D ielect ric Strengh

Operat ing Temp

Mech anical life

Elect rical life

Contact

Panel Thickness

Torque

Operation Pressure

IP Degree

Button

Body

Base

Type

Color

Rated Voltage

Li fe

RoHS

Ith :5A U i:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

About 5.5N

IP65

Stainless Steel

Stainless Steel

PA

Made to order

1～8mm

Dot Illuminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

R YG B WO

Ith:5A Ui:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

About 5.5N

IP65

Stainless Steel

Stainless Steel

PA

Made to order

1～8mm

Ring Il luminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

R YG B WO

Termina l Type

The Front Shape

Switch ing No.2

Flat Round

Pin Terminal(2.8×0.5 mm)

No.2

Flat Round

Pin Terminal (2.8×0.5mm)

Specification GQ22-11■D/△/▲ GQ22-11■E/△/▲

Operation Distance

×

8 Max.

35.8 28.51.8

Top View

×

8 Max.

35.81.8 28.5 6

Top View

About 2.5mm About 2.5mm

www.onpow.com Introduction of product model refer to P1
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GQ22

6

Bottom View

Bottom View
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Φ25mm diame ter

Swi tch R ating:5A/250VAC

Contact Configu rat ion:1NO1NC / 2NO2NC

Operation Ty pe: Mome ntary

The crust material : Sta in less Steel

Dot I lluminated

IP D egree:IP6 5

ANTI-VANDAL DOT ILLUMINATED PUSH BUTTON

GQ25-□D/△/▲

Φ25mm diameter

Swi tch Rating:5A /250VAC

Contac t Configurat ion: 1NO1NC / 2NO2NC

Opera tion Type: Mome ntary

The crust material: :Stain less Steel

Ring I lluminated

IP Degree :IP65

ANTI-VANDAL RING ILLUMINATED PUSH BUTTON

GQ25-□E/△/▲

Terminal Typ e

Switc hing

Max.Switch Rating

Contact Resistance

Insulation Resistance

Dielectric St rengh

Opera ting Temp

Mechanica l life

Electrical l ife

Contact

Panel Thickness

Torque

Operation Pressure

IP Degree

Button

Body

Base

Type

Color

Rated Vol tage

Life

RoHS

No.2

Ith :5A U i:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

5.5~7N

IP65

Stainless Steel

Stainless Steel

PA

Made to order

1～10mm

Dot Illuminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

R YG B WO

Pin Terminal(2.8×0.5 mm)

No.2

Ith:5A Ui:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

IP65

Stainless Steel

Stainless Steel

PA

Made to order

1～10mm

Ring Il luminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

R YG B WO

Pin Terminal (2.8×0.5mm)

The Front Shape

Specification GQ25-□D/△/▲

Flat Round

GQ25-□E/△/▲

Flat Round

Operation Dis tance About 2.8mm About 2.8mm

www.onpow.comInt roduction of product model refe r to P1

Top View

Top View

Φ19.8

Φ9.2

6

10max.

2 38.4

Φ19.8

Φ15.5

6

10max.

2 38.4

22(LAS1-B)
GQ25

5.5~7N

Bottom View

Bottom View
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